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● Mid-mount type (Right angle Double-row SMT) - Waterproof (IPX8)

 Recommended PCB layout (Component side) 

Part No. HRS No. Packaging

CX90MWD2-24P 480-0609-0 00 1,500pcs/Reel 

Part No. HRS No. Packaging

CX90M-16P 480-0513-0 00 1,600pcs/Reel

● Mid-mount type (Right angle Single-row SMT) - 16 Pin

 Recommended PCB layout (Component side)

※ IPX8 waterproof (unmated) test condition : 
Immersed in 1.5meter of water for 30 minutes
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 Recommended PCB layout (Component side)

● Top-mount type (Vertical SMT)

 Recommended PCB layout (Component side)

Part No. HRS No. Packaging

CX80B1-24P 480-0625-0 00 600pcs/Reel 

Part No. HRS No. Packaging

CX90B1-24P 480-0497-0 00 1,500pcs/Reel

● Top-mount type (Right angle Double-row SMT)
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● Plug Shell

Part No. HRS No. Packaging Cable diameter

CX60-SLDA 480-0522-0 00 3,000pcs/Reel Φ4.8

Part No. HRS No. Packaging

CX60-24S-UNIT 480-0465-0 00 150pcs/Tray

■ Plug
● Plug unit

 Recommended PCB layout (Component side)
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● Plug Harness

Part No. HRS No. Packaging

CX60-24S-1000-C 480-0618-0 00 1pcs/Vinyl bag 
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 Receptacle Packaging Specifi cation (JIS C 0806-3 compliant)
● Emboss Carrier Tape Dimensions

Part No. A B C

CX70M-24P1 24 11.5 12

CX70M-24P2 24 11.5 12

CX80B1-24P 24 11.5 16

CX90B1-24P 24 11.5 12

CX90MWD2-24P 24 11.5 12

CX90M-16P 24 11.5 12

Part No. D E

CX70M-24P1 30 26

CX70M-24P2 30 26

CX80B1-24P 30 26

CX90B1-24P 30 26

CX90MWD2-24P 30 26

CX90M-16P 30 26

 Receptacle Recommended Solder Temperature Profi le

The temperature profi le is based on demonstrated conditions.
In individual applications the actual temperature may vary, 
depending on solder paste type, volume/thickness and board 
size/thickness. Contact your solder paste and equipment man-
ufacturer for specifi c recommendations.

Note 1 :  Refl ow is allowed up to 2times with the same conditions.
              Please allow the parts to return to the ambient temperature before the second run is started.
Note 2 : The measured temperature is the temperature of the PCB surface around the connector leads.

● Reel Dimensions
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 Precautions

1. Please handle connectors with care. Excessive external force may damage the connectors.
2.  To extract the plug, hold the plug body itself and remove straight from the receptacle. 
    Do not pull on the cable to extract the plug as this may damage the connector.
3.  Due to the assembly process there may be some abrasions on the surface of the receptacle. 
    This will not have a negative impact on the performance of the product.
4. Due to external variances, the plating appearance on the surface of the receptacles may diff er from lot to lot. 
    This diff erence will not aff ect the performance of this product.
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12 The characteristics and the specifi cations contained herein are for reference purpose. Please refer to the latest customer drawings prior to use.
The contents of this catalog are current as of date of 09/2018. Contents are subject to change without notice for the purpose of improvements.

2-6-3,Nakagawa Chuoh,Tsuzuki-Ku,Yokohama-Shi 224-8540,JAPAN
TEL: +81-45-620-3526  Fax: +81-45-591-3726
http://www.hirose.com
http://www.hirose-connectors.com
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