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Get to know the DEVKIT-S12ZVC

DEVKIT-S12ZVC

Features

The DEVKIT-S12ZVC 
is an ultra-low-cost 
development platform 
for S12 
Microcontrollers.

Features include easy 
access to all MCU 
I/O´s, a standard-
based form factor 
compatible with the 
ArduinoÊ pin layout, 
providing a broad 
range of expansion 
board options, and an 
USB serial port 
interface for connection 
to the IDE, the board 
has option to be 
powered via USB or an 
external power supply. 
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Power Supply and Communications

DESCRIPTION NAME PIN
CANH J8-01
CANL J8-02
VBAT J8-03
GND J8-04

DESCRIPTIONNAME PIN
VBAT J1-01
GND J1-03

USB/OSBDM Connector
CON 1X5 USB_MICRO_AB_RECEPTACLE 

RA SMT 0.65MM SP 105H AU
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Input/Output Connectors

J1

Arduino Compatibility

The internal rows of the I/O headers on 

the DEVKIT-S12ZVC are arranged to 

fulfill ArduinoË shields compatibility .

J2

FUNCTION PORT PIN

PWM PT7 J2-01

PWM PP7 J2-02

SPISS PWM PS3/PP6 J2-03

SPIMOSIPWM PS1 J2-04

SPIMISO PS0 J2-05

SPISCK PS2 J2-06

GND J2-07

AREF J2-08

SDA PJ1 J2-09

SCL PJ0 J2-10

FUNCTION PORT PIN PIN PORT FUNCTION

RXD PS4 J1-01 J1-02 PT2 GPIO

TXD PS5 J1-03 J1-04 PT3 GPIO

PWM PP0 J1-05 J1-06 PT6 GPIO

PWM PP1 J1-07 J1-08 PT4 GPIO

PWM PP2 J1-09 J1-10 PT5 GPIO

PWM PP3 J1-11 J1-12

PWM PP4 J1-13 J1-14

PWM PP5 J1-15 J1-16
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Input/Output Connectors

J3

J4

Arduino Compatibility

The internal rows of the I/O headers on 

the DEVKIT-S12VC are arranged to 

fulfill ArduinoË shields compatibility .

FUNCTION PORT PIN PIN PORT FUNCTION

ADC AN7 J4-01 J4-02

ADC AN6 J4-03 J4-04

ADC AN5 J4-05 J4-06 PS6

ADC AN4 J4-07 J4-08 PS7

ADC AN3 J4-09 J4-10 PL1

ADC AN2 J4-11 J4-12 PL0

ADC AN1 J4-13 J4-14 AN9

ADC AN0 J4-15 J4-16 AN8

FUNCTION PORT PIN

VIN J3-01 J3-02

VDD J3-02 J3-04

RESET J3-03 J3-06 PDA10

P3V3 J3-04 J3-08 PDA11

P5V0 J3-05 J3-10 PDA12

GND J3-06 J3-12 PDA13

GND J3-07 J3-14 PDA14

VIN J3-08 J3-16 PDA15


