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To run the demos and development tools required for the SLN-LOCAL-IOT kit, and up-
to-date computer is required. The following are the system requirements for running the 
out-of-box demo: 
 

Computer Type OS Version Serial Terminal Application 

PC Windows 10 TeraTerm, PuTTY 

Mac macOS Catalina Serial, CoolTerm, goSerial 

PC Linux  PuTTY 

 
 
 
 

 
 
The following information is provided per Article 10.8 of the Radio Equipment Directive 
2014/53/EU: 
 

(a) Frequency bands in which the equipment operates.  
(b) The maximum RF power transmitted. 

 
PN RF Technology (a) Frequency Range (b) Max Transmitted Power 

SLN-LOCAL-IOT WiFi 2412MHz ï 2472MHz 17.9dBm 

 
 
EUROPEAN DECLARATION OF CONFORMITY (Simplified DoC per Article 10.9 of 
the Radio Equipment Directive 2014/53/EU)  
 
This apparatus, namely SLN-LOCAL-IOT, conforms to the Radio Equipment Directive 
2014/53/EU. The full EU Declaration of Conformity for this apparatus can be found at this 
location: https://www.nxp.com/  
 
The product is expected to be used laying flat on a table, microphone output pointing up. 
 
The data mode of the USB bus is not covered by the CE certification as this mode is used 
exceptionally to reprogram the device. 
  

System Requirements and Prerequisites 

Usage Condition 

https://www.nxp.com/
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1. Introduction 

NXPôs MCU Local Commands Voice Solution is a comprehensive, secure and cost-
optimized voice control solution that enables customers to quickly get to market. Based 
on the high performance i.MX RT106L Microcontroller (MCU), the solution enables single 
chip voice control with plenty of power left over for user-specific tasks. 
 
SLN-LOCAL-IOT hardware highlights: 
 

¶ Up to 600 MHz (528 MHz default) Cortex-M7 MCU core 

¶ 1 MB of on-chip RAM (512 KB TCM) 

¶ 32 MB HyperFlash memory for fast XiP (eXecute In Place) 

¶ Three PDM MEMS microphones 

¶ TFA9894 Class-D amplifier 

¶ WiFi/Bluetooth combo chip 

¶ Integrated Speaker 

¶ GPIO expansion headers 
 
This solution is supported by a comprehensive and free suite of enablement from NXP 
and its partners including: 
 

¶ MCUXpresso Suite of tools (IDE, SDK and corresponding tools) 

¶ Hardware design files 

¶ Software audio tuning tools 

¶ Documentation 
 
 

2. Getting Started with the SLN-LOCAL-IOT 

This section describes the getting start guide for first time users. We show how to run the 
out-of-box demo, how to get the solution software and tools, and how to build the example 
projects and run a built project with the kit.  
 
If you already went through 1. Plug It In, 2. Get Software, and 3. Build / Run in the getting 
start guide on the NXP website (http://www.nxp.com/pages/:GS-SLN-LOCAL-IOT), you 
can skip this section.  
 
 

2.1 Plug It In 
 

2.1.1 Unboxing 
 
The SLN-LOCAL-IOT kit arrives in a box as shown below. Inside the box, in addition to 
the kit, you will find a Quick Start Card, ñLetôs Get Started!,ò and a USB Type-C to dual 

http://www.nxp.com/pages/:GS-SLN-LOCAL-IOT
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Type-A cable, as shown in Figure 1. The kit is pre-programmed with an audio playback 
control demo that is ready to run, as soon as it is powered via the USB cable.  
 

 
Figure 1. SLN-LOCAL-IOT Kit Contents. 

 

2.1.1.1 Package and Collateral Content 
In addition to the contents listed above, owners of the SLN-LOCAL-IOT development kit 
can also access a software package containing the SLN-LOCAL-IOT MCUXpresso SDK, 
precompiled release binaries, and manufacturing tools.  

Section 2.2.3 details how to download these files for yourself using the download code 
on the Quick Start Card. 

 

2.1.2 Power On 
 
Plug the USB Type-C connector into the SLN-LOCAL-IOT kit and the dual Type-A 
connectors into your PC. Figure 2 illustrates how to connect the kit with the USB cable. 
 

 
Figure 2. Plugging the USB cable in PC and SLN-LOCAL-IOT Kit. 
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When you power on the kit for the first time, you will see the LED cycle through various 
color patterns, as depicted in Figure 3. These are status indicators for the various stages 
of the boot process as the chip cycles from internal ROM, to bootstrap, to bootloader, to 
running the application. 
 

 
Figure 3. RGB LED Status Indicator. 

 
The final step before the device starts listening will turn the LED red for about 2 seconds 
before turning off. Once the LED is off, the demo is running and listening for the wake 
word. 
 
To test the demo, say the ñHey, NXPò wake word, followed by a command from the audio 
playback set (e.g. ñNext trackò), see Section 2.1.3 for the full list of available commands. 
The SLN-LOCAL-IOT kit audibly responds to every valid command by playing the phrase, 
ñIntent Detected,ò over the built-in speaker. In Section 2.1.4 and 2.1.5 we will show how 
each command is uniquely acknowledged over the serial terminal. Developers can also 
modify the software to create different physical responses to commands, e.g. toggle a 
GPIO on the processor to control a switch, playback different audio files over the speaker, 
or flash different colors on the LED. 
 
 

2.1.3 Command Sets 
 
The kit ships with four command sets for control of audio playback (audio), smart home 
(iot), washing machine (wash), and some generic commands (misc). Only one command 
set can be active at a time. Audio is the default command set. The active command set 
can be changed via the serial terminal interface (see Section 2.1.5).  The generic 
commands are intended to be used for proof of concept and prototype developments that 
need commands that are not available in the other three command sets. 
 

¶ audio (default ï Play, Pause, Start, Stop, Turn On, Turn Off, Previous Track, Next 
Track, Volume Up, Volume Down) 
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¶ iot (Temperature Up, Temperature Down, Windows Up, Windows Down, Turn On, 
Turn Off, Brighter, Darker)  

¶ wash (Wash Normal, Wash Delicate, Wash Heavy Duty, Wash Whites, Cancel) 

¶ misc (Alpha, Bravo, Charlie, Delta, Echo) 
 

Please contact NXP (local-commands@nxp.com) to discuss the cost and process to 
create speech recognition models for custom command sets and wake words. The i.MX 
RT106L solution can support commands sets containing up to thirty commands, in over 
sixty different languages.  
 
 

2.1.4 Connect a Serial Terminal 
 
Connect a serial terminal application to the USB serial device interface that enumerates 
(115200-8-N-1). Figure 4 is a snapshot of serial terminal setup.  
 

 
Figure 4. Serial Terminal Port Setup. 

 
Press Enter on the keyboard and you will see the SHELL>> prompt. Type help to show 
the available commands. Figure 5 shows the available commands, with a description of 
each. 
 

mailto:local-commands@nxp.com
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Figure 5. Shell Interface. 

 
As you use your voice to control the demo, status messages will be displayed in the 
terminal window showing which command has been recognized. In case of PLAY 
command, you should see the messages in Figure 6. 
 

 
Figure 6. Status Message for "Hey, NXP" Wake Word and "Play" Command. 

 
 

2.1.5 Listing Commands and Changing Command Sets 
 
Type commands to list the active command set and the available commands, as shown 
in Figure 7.  
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Figure 7. Commands for Audio Playback Control. 

 
If you would like to change to a different command set, use the changeto command. For 
example, switching to the IoT command set would use changeto iot as shown in Figure 
8. You can find the other two command sets in Figure 9 and Figure 10. 
 

 
Figure 8. Changing to IoT Command Set and the Commands List. 

 

 
Figure 9. Changing to Misc Command Set and the Commands List. 
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Figure 10. Changing to Washing Machine Command Set and the Commands List. 

 
 

2.1.6 Changing the Volume 
 
The shell interface provides a mechanism to change the volume and turn the 
microphones on / off. In addition, if you would like to change the volume without the shell, 
SW1 (volume up) and SW2 (volume down) can be used.  
 
Figure 11 shows where these switches are placed on the kit and Figure 12 is a screenshot 
taken after changing the volume first via the shell, then using the switches.  
 

 
Figure 11. SW1 and SW2 on the SLN-LOCAL-IOT Kit. 
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Figure 12. Setting the Volume Ranging from 0 to 10. 

 
The default volume of the kit is 50%. Volume is persistent across power cycles.  
 
Use micsoff on the serial terminal to mute the microphone as shown in Figure 13. To 
unmute, use micson.  
 

 
Figure 13. Commands for Mute / Unmute. 

 
When the microphone is muted, the LED turns orange, as illustrated in Figure 14. 
 

 
Figure 14. LED in Orange when Microphone is Muted. 
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2.2 Get Software 
 
We have shown the unboxing and out-of-box demo experience for those who use the kit 
first time. This section introduces an integrated development environment (IDE) and the 
solutionôs software development package. Then, in the later sections, we will describe 
how to build a simple demo project and introduce deeper development guidelines for the 
local voice control solution. 
 
 

2.2.1 MCUXpresso IDE 
 
MCUXpresso IDE brings developers an easy-to-use Eclipse-based development 
environment for NXPôs microcontrollers based on Arm Cortex-M cores. It offers advanced 
editing, compiling and debugging features with the addition of MCU-specific debugging 
views, code trace and profiling, multicore debugging, and integrated configuration tools. 
Its debug connections support every all NXPôs MCU based development and evaluation 
kits, including the SLN-LOCAL-IOT kit, with industry-leading open-source and 
commercial debug probes from Arm® and SEGGER® 
 
To download NXPôs MCUXpresso IDE for free, go to: www.nxp.com/MCUXpresso. Select 
MCUXpresso IDE under the PRODUCTS tab. Go to DOWNLOADS tab and select the 
LATEST VERSION of the tool. Users will be asked to sign-in/up with a free NXP user-
account. 
 
When MCUXpresso installer download completes, double click on the executable, follow 
the installation instructions and keep the default options. Launch MCUXpresso IDE, 
define the Workspace location, and press the OK button, as shown in Figure 15. 
 

 
Figure 15. MCUXpresso IDE Workspace. 

 

http://www.nxp.com/MCUXpresso


 

User Guide - MCU Local Voice Control Kit 
 
 

12 

 

2.2.2 J-Link Debugger 
 
Segger J-Link is a recommended debugger for the SLN-LOCAL-IOT kit. Users need to 
make sure that the installed J-Link software version is later than V6.60. The J-Link 
software and documentation pack for various operating systems can be downloaded from 
www.segger.com/downloads/jlink.  
  
 

2.2.3 Downloading the Software Package 
 
Follow the steps below to download the software package for the MCU-based Local Voice 
Control solution. 
 

1) Go to www.nxp.com/activation. 
2) Log in with a registered user name and password. If an account is not registered 

on www.nxp.com, please register at www.nxp.com/webapp-signup/register. 
3) After logging in, the user will be sent to the activation page. 
4) Enter into the indicated field the download code from the Quick Start Card that 

comes with the SLN-LOCAL-IOT kit. 
5) Follow the instructions on the screen. 

 
The software package consists of the items shown in Figure 16. This package contains 
everything that users need to run the demo application and develop custom solutions.  
 

 
Figure 16. Folder Structure of Software Package. 

 
 

2.2.4 SLN-LOCAL-IOT SDK 
 
NXP provides the MCUXpresso SDK, a comprehensive software enablement package, 
designed to simplify and accelerate application developments with NXPôs 
microcontrollers. 
 
SLN-LOCAL-IOT SDK is a customized MCUXpresso SDK for the Local Voice Control 
solution. Users can find the SDK, as a .zip file named SLN-LOCAL-IOT.zip, in the SDK 

http://www.segger.com/downloads/jlink
http://www.nxp.com/activation
http://www.nxp.com/
http://www.nxp.com/webapp-signup/register
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folder of the software package. This custom SDK can be used to develop new local voice 
control solutions with both the i.MX RT106L device and the specific hardware of the SLN-
LOCAL-IOT kit. Components of the SDK include an RTOS, middleware (USB, TCP/IP), 
drivers (MCU and external components), and reference software tools. 
 
Unfortunately, the SLN-LOCAL-IOT SDK is currently NOT available in the MCUXpresso 
SDK Builder on www.nxp.com/mcuxpresso. Instead, the custom SDK is only available in 
the software package downloaded by following the instructions described in Section 2.2.3. 
 
To install the SLN-LOCAL-IOT SDK into MCUXpresso IDE, simply drag-and-drop the 
SLN-LOCAL-IOT.zip file into the Installed SDKs tab at the bottom of the MCUXpresso 
IDE. Figure 17 shows a screenshot after installing the SDK. 
 

 
Figure 17. Installed SDKs Tab. 

 
 

2.3 Build, Run 
In this section we show how to import / build / run example projects in MCUXpresso IDE, 
where the projects are already available in SLN-LOCAL-IOT SDK. Users will experience 
how to customize the demo application by simply letting the LED blink when a command 
is detected. 
 
Prerequisite: a J-Link debugger for 2.3.3 Programming the SLN-LOCAL-IOT kit and 
2.3.4 Factory Reset in this section. If you do not have such a debugger, then please use 
the Mass Storage Device (MSD) mode in Section 3 Firmware Update. You can drag-and-
drop your application image into the flash without a debugger. 
 
 

2.3.1 Importing Projects 
 
The installed SDK allows users to import example applications as a development starting 
point.  
 
To import an example project, select Import SDK example(s)é from the Quickstart 
pane in the lower left corner of the IDE as shown in Figure 18. 

http://www.nxp.com/mcuxpresso
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Figure 18. Importing Existing SDK Project. 

 
User should see a pop-up window like Figure 19. Select the sln_local_iot option and 
then proceed by selecting the Next button. 
 

 
Figure 19. Select SLN-LOCAL-IOT Kit. 
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The import wizard, as shown in Figure 20, will then display all the projects that can be 
imported.  

 
Figure 20. Select Project to Import. 

 
Select demo_apps > local_commands_demo to import the demo application project. 
 
Once the project is successfully imported, it will be listed in the project explorer and ready 
to build and run. 
 
There are other projects available to import, build, and run. However, we briefly introduce 
bootstrap and bootloader projects in this section. For more details of all the projects, users 
are recommended to review developerôs guide that can be downloaded from 
www.nxp.com/mcu-local.  
 
The bootstrap project is the first flash-resident application that runs. The bootstrap is a 
minimal FreeRTOS application that is responsible for verification of the bootloader. The 
bootstrap firmware is designed to be fixed for the productôs lifetime, since any corruption 
of this image will result in an unbootable or bricked device. 
 

http://www.nxp.com/mcu-local
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The bootloader project is the second-stage application that manages signature 
verification and loading a main application. In addition, the bootloader is responsible for 
Mass Storage Device (MSD) drag-and-drop and Over-The-Wire (OTW) update of new 
main application firmware. With the MSD mode, users can simply drag-and-drop new 
firmware onto the SLN-LOCAL-IOT kit that is connected to the PC via the USB Type-C 
and dual Type-A cable. With the OTW update mode, users can update a firmware via a 
wired connection. Currently the SLN-LOCAL-IOT kit supports a UART interface, but it can 
be extended to support SPI, TCP sockets, I2C, and even a wireless connection. There is 
more information about the bootloader in Chapter 3. For those who are interested in the 
bootloader, please refer to this section. 
 
For more details of bootstrap and bootloader, please review the developerôs guide that 
can be downloaded from www.nxp.com/mcu-local.  
 
 

2.3.2 Building Projects 
 
The local_commands_demo is the main application and demonstrates the local voice 
control capabilities of the SLN-LOCAL-IOT kit.  
 
To build the project, click on the project name in project explorer first. Select the Build 
option in the Quickstart pane as shown in Figure 21. 
 

 
Figure 21. Building an Application. 

 
The other projects, if imported, can be built in the same way. 
 
As a simple demo experience, we will add a LED blink function in the imported demo 
project. The LED will blink in three cycles with white, red, and blue colors, when a 
command is detected. 
 

http://www.nxp.com/mcu-local
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Open main.c file under sln_local_iot_local_commands_demo > source folder. In the 
app_task(), simply add RapidBlinkLED(); within case  ASR_COMMAND_DETECTEDƙ ǅƛƛǆ as 
shown in Figure 22.  
 

 
Figure 22. Adding RapidBlinkLED() in Demo Application. 

 
 

2.3.3 Programming the SLN-LOCAL-IOT 
 
This section describes how to program the compiled demo project into the SLN-LOCAL-
IOT kit. 
 
Make sure the 10-pin J-Link connector is connected to the i.MXRT JTAG connector that 
is located on the backside of SLN-LOCAL-IOT kit, as shown in Figure 23.  
 

 
Figure 23. i.MXRT Debug Interface on the Backside of SLN-LOCAL-IOT Kit. 

 
Click on the project name that will be programed into the SLN-LOCAL-IOT kit. Click on 
the Debug button in the Quickstart pane as shown in Figure 24. 
 


























