QT B QBL8IW15C-XX 5Smm Round Lamp

QT-Brightek Lamp Series

5mm Round Lamp

Part No.: QBL8IW15C-XX

XX (Color Code) = WW/NW/CW
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QT B QBL8IW15C-XX 5Smm Round Lamp
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QTB QBL8IW15C-XX

5mm Round Lamp

Introduction

Feature:

1 Clearlens

1 Packed in bulk

1 Smm roundlamp

1 InGaN technology

1 Viewing angle 15°typ.

Description:
These brighbmm round type lamps are suitable far

indicator applications such as electronic signs and
electronic board indictor.

Application:

1 General purpose indicator application
1 Electronic signs and electronics board

1 Indicator

Certification & Compliance:
1 TS16949

1 1ISO9001

1 RoHS Compliant

RoHlS
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Units: mm/ generatolerance = +0.25mm unless otherwise specified
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QBL8IW15C-XX 5mm Round Lamp
Electrical / Optical Characteristic (Ta=25°C)
Chromaticity
Product Color le (MA) Ve (V) Coordinate v (mcd)
Typ. | Max. | Min. | Typ. | Max. | Min. Typ.
QBLBIWISC-WW | WarmWhite | 20 | 31 | 36 | - |gooser| - | 18000 | 23000
QBLBIWISC-NW | Natural White | 20 | 3.1 | 36 | - [J_gase - | 14000 | 23000
QBL8IW15C-CW Cool White 20 31| 36 - é:ggg - 14000 | 23000
Absolute Maximum Rating
Material Pq (mW) I (mA) lrp (mA)* VR (V) Top (OC) Tst (OC) TsoL (OC)**
InGaN 25 100 5 -40 to +85 -40 to +100 260
*Pulse width 0.1msec, duty 1/10
***Wave Soldering for no more than 3 sec @ 260 °C
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QT B QBL8IW15C-XX 5mm Round Lamp

CIE Chromaticity Diagram

Warm White (WW)
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QT B QBL8IW15C-XX 5mm Round Lamp

Natural White (NW)
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QT B QBL8IW15C-XX 5mm Round Lamp

Cool White (CW)
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Tolerance of measurement of color coordinates: +0.01
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QBL8IW15C-XX

5mm Round Lamp

Characteristic Curves

Forward Current & Forward Voltage

Luminous Intensity & Forward Current
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