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ISL8120EVAL3Z
Evaluation Board Setup Procedure
Description
The ISL8120 integrates two voltage mode synchronous buck 
PWM controllers. It can be used either for dual independent 
outputs or a 2-phase single output regulator. 

The ISL8120EVAL3Z evaluation board is for performance 
demo of the dual independent outputs and DDR applications.

The ISL8120EVAL4Z evaluation board is used for performance 
demo of 2/n-phase single-output applications. Refer to 
application note AN1607 “ISL8120EVAL4Z Evaluation Board 
Setup Procedure” for details of the ISL8120EVAL4Z board.

Recommended Equipment
• 0V to 22V power supply with at least 20A source current 

capability, battery, or notebook AC adapter.

• Two electronic loads capable of sinking current up to 30A

• Digital Multimeters (DMMs).

• 100MHz quad-trace oscilloscope.

References
• ISL8120 Datasheet

• AN1607, “ISL8120EVAL4Z Evaluation Board Setup 
Procedure”Preset Specifications

VIN
(V)

FREQUENCY
(kHz) VOUT1 VOUT2

12 500 1.2V/25A 1.2V/25A

Ordering Information
PART NUMBER DESCRIPTION

ISL8120EVAL3Z ISL8120 evaluation board for 
performance evaluation

FIGURE 1. ISL8120EVAL3Z EVALUATION BOARD
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http://www.intersil.com/content/dam/Intersil/documents/an16/an1607.pdf
http://www.intersil.com/content/dam/Intersil/documents/an16/an1607.pdf
http://www.intersil.com/content/dam/Intersil/documents/isl8/isl8120.pdf
http://www.intersil.com/products/isl8120?utm_source=intersil&utm_medium=appnote&utm_campaign=an1528-an-description





















