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OUTLINE DIMENSIONS
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COMPLIANT TO JEDEC STANDARDS MS-012-AA

CONTROLLING DIMENSIONS ARE IN MILLIMETERS; INCH DIMENSIONS
(IN PARENTHESES) ARE ROUNDED-OFF MILLIMETER EQUIVALENTS FOR

REFERENCE ONLY AND ARE NOT APPROPRIATE FOR

USE IN DESIGN.

Figure 14. 8-Lead Standard Small Outline Package [SOIC_N]

Narrow Body
(R-8)

Dimensions shown in millimeters and (inches)
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COMPLIANT TO JEDEC STANDARDS MO-187-AA
Figure 15. 8-Lead Mini Small Outline Package [MSOP]

(RM-8)

Dimensions shown in millimeters
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ORDERING GUIDE

Model’ Temperature Range Package Description Package Option Branding
ADB8350ARZ15-REEL7 —40°C to +85°C 8-Lead SOIC_N R-8

AD8350ARMZ15 —40°C to +85°C 8-Lead MSOP RM-8 QoT
AD8350ARMZ15-REEL7 —40°Cto +85°C 8-Lead MSOP RM-8 QoT
AD8350ARMZ20 —40°Cto +85°C 8-Lead MSOP RM-8 J2P
AD8350ARMZ20-REEL7 —40°C to +85°C 8-Lead MSOP RM-8 J2pP
AD8350ARM20-REEL7 —40°C to +85°C 8-Lead MSOP RM-8 J2P
AD8350ARZ20-REEL7 —40°C to +85°C 8-Lead SOIC_N R-8

' Z = RoHS Compliant Part.
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