
 
Specifications
 

1U Rack-Mount Device Rack Extension Bracket,
1.5 in.

MODEL NUMBER: B018-000-1P5

1U rack extensions allow you to fully open your console or console KVM switch when equipment mounted

just above it extends past the front rails and prevents the unit from opening.

Description

The B018-000-1P5 1U Rack-Mount Device Rack Extension Bracket allows you to mount a console or

console KVM switch into a rack so that it extends 1.5 inches past the front vertical mounting rails. This is

of use when the rack equipment mounted just above the console protrudes out the front of the rack and

prevents the console from fully opening. The rack-mount extension brackets are constructed from cold-

rolled steel with a black powder-coated finish to match your rack. Attach the rack extension brackets to

your EIA-standard 19-inch rack, then attach the console or console KVM switch to the brackets. All

necessary mounting hardware is included.

Features

Extend Your Rack-Mount Device Past the Front Mounting Rails

Allows your console or console KVM to fully open when it is being blocked by protruding rack equipment

mounted just above it

●

Extends 1.5 in. past the front vertical mounting rails●

Cold-rolled steel construction with black powder-coated finish designed for long life●

Compatible with EIA-standard 19 in. racks and rack cabinets●

All necessary mounting hardware is included●

Highlights

Extends 1.5 in. past the front

vertical mounting rails

●

Made from cold-rolled steel with

black powder-coated finish

●

Compatible with EIA-standard

19 in. racks and rack cabinets

●

All necessary mounting

hardware is included

●

Package Includes

(2) Rack extensions●

(8) M6 screws●

(8) M6 cage nuts●

(8) M6 cup washers●

Installation guide●

OVERVIEW

UPC Code 037332206244
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PHYSICAL

Color Black

Unit Packaging Type Box

STANDARDS & COMPLIANCE

Certifications RoHS, REACH

WARRANTY

Product Warranty Period
(Worldwide) Lifetime limited warranty
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