
 
Specifications
 

Cat6 Straight Through Modular In-line Snap-in
Coupler (RJ45 F/F), TAA

MODEL NUMBER: N235-001

Description
Use Tripp Lite's Category 6 Straight Through Coupler to extend the length of Cat6 patch cords, or use in
standard data wallplates to provide feed through patching. Keystone design allows the coupler to be used
as a stand-alone unit, or mounted in a faceplate. Meets EIA/TIA Cat6 specifications.

Features

EIA/TIA Category 6 compliant●

Keystone design allows multiple connection options●

Straight-Thru wiring●

Backwards compatible for use with Cat5e and Cat5 LANs●

Gold contacts●

Highlights

Extends the length of two

Category 6 patch cables

●

Straight-Thru Wiring●

Rated to 250mhz●

Package Includes

Cat6 Straight-Thru, Snap-in

Coupler RJ45 (Female/Female)

●

OVERVIEW

UPC Code 037332121431

PHYSICAL

Color Black

Shipping Dimensions (hwd / cm) 14.10 x 10.21 x 1.27

Shipping Dimensions (hwd / in.) 5.55 x 4.02 x 0.50

Shipping Weight (kg) 0.01

Shipping Weight (lbs.) 0.02
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Tripp Lite uses primary and third-party agencies to test its products for compliance with standards. See a list of Tripp Lite's testing agencies: 

https://www.tripplite.com/products/product-certification-agencies

CONNECTIONS

Side A - Connector 1 RJ45 (FEMALE)

Side B - Connector 1 RJ45 (FEMALE)

PoE Type Type 3 PoE++/UPoE (60W, IEEE 802.3bt)

FEATURES & SPECIFICATIONS

Technology Cat6

WARRANTY

Product Warranty Period
(Worldwide) Lifetime limited warranty
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